[image: image1.png]CUNVERSION TABLE
| LITERS L(1 .77~ [LB

A

US-GLS | (4.64) (2.20
t 0.80
120

- IMP-GLS {3.65—(KG





�














NUMBERS - CODES - FREQUENCIES











FREQ

















DISPATCH























MAINTENANCE

















FS / WX






































COLD  WX CORRECTION:





XPNDR ID	8 DIGITS





BATT MIN	22V  / - 25°C





ANTI ICE	76 % N2





STALLS	HYD / IGN / BELTS








STANDBY ALTIMETER VIB	DC ESS























FMS           NAV-NEXT       MAINT-NEXT       SS-L4





POSITION REPORT:





















































FUEL TEMPS:


























EMERGENCY BRIEFING:











T	TYPE OF EMERGENCY





E	EVACUATION REQUIERED





S	SIGNAL (BRACE / EVAC)





T	TIME TO DIVERSION 





S	SPECIAL INSTRUCTIONS 











SECURE GALLEY


VACATE LOCK LAVATORY


CABIN LIGHT (EXIT BRIGHT)


FLOTATION GEAR


FIRE FIGHTING


PAX CLOTHING











GROUND SEVICES REQUIERED:











FIRE / HASMAT


AMBULANCE


TRANSPORT BUS








TOW W. TOWBAR (OR LECTRO TUG)


CHOCKS REQUIRED


EXT. AC – DC – AIR








DISPATCHABILITY


DIVERT TO MAINTENANCE


EVENT RECORDET














































































































